












CX130C CX180C

Arm 2,50 m (8’ 2,5”) 3,01 m (9’ 10,5”) HD 2,62 m (8’ 7”) HD 3,05 m (10’)

Boom length 4630 mm (15' 3") 4630 mm (15' 3") 5150 mm (16' 11") 5150 mm (16' 11")

Bucket radius 1210 mm(4') 1210 mm (4') 1350 mm (4' 6") 1350 mm (4' 6")

Bucket wrist action 178° 178° 178° 178°

A. Maximum reach at GRP 8170 mm (26' 10") 8640 mm (28' 5") 8870 mm (29' 2") 9220 mm (30' 3")

B. Maximum reach 8310 mm (27' 4") 8770 mm (28' 10") 9040 mm (29' 8") 9380 mm (30' 10")

C. Max. digging depth 5540 mm (18' 3") 6050 mm (19' 11") 6060 mm (19' 11") 6490 mm (21' 4")

D. Max. digging height 8770 mm (28' 10") 9050 mm (29' 9") 9240 mm (30' 4") 9290 mm (30' 6")

E. Max. dumping height 6390 mm (21') 6680 mm (21' 11") 6610 mm (21' 9") 6690 mm (22')

Swing (rear end radius) 2130 mm (7') 2130 mm (7') 2450 mm (8' 1") 2450 mm (8' 1")

CX220C S2 CX240C ME

Arm 2,94 m (9’ 7,8”) 2,40 m (7’ 10,5”) 2,45 m (8’)

Boom length 5700 mm (18' 9") 5700 mm (18' 9") 5160 mm (16' 12")

Bucket radius 1450 mm (4' 9") 1450 mm (4' 9") 1387 mm (4' 7")

Bucket wrist action 177° 175° 169°

A. Maximum reach at GRP 9730 mm (32') 9240 mm (30' 4") 8530 mm (27' 12")

B. Maximum reach 9900 mm (32' 6") 9420 mm (30' 11") 8725 mm (28' 8")

C. Max. digging depth 6650 mm (21' 10") 6110 mm (20' 1") 5702 mm (18' 9")

D. Max. digging height 9610 mm (31' 7") 9410 mm (30' 11") 8335 mm (27' 5")

E. Max. dumping height 6810 mm (22' 5") 6590 mm (21' 8") 5889 mm (19' 4")

Swing (rear end radius) 2750 mm (9' 1") 2750 mm (9' 1") 2750 mm (9' 1")

CX350C CX370C ME

Arm HD 2,21 m (7’ 3”) HD 3,25 m (10’ 8”) HD 2,21 m (7’ 3”)

Boom length 6450 mm (21' 2" 6450 mm (21' 2") 6000 mm (19' 9")

Bucket radius 1680 mm (5' 7") 1680 mm (5' 7") 1804 mm (5’ 11”)

Bucket wrist action 173° 173° 128°

A. Maximum reach at GRP 9990 mm (32’ 9”) 10980 mm (36' 1") 9771 mm (32’ 1”)

B. Maximum reach 10200 mm (33’ 6”) 11170 mm (36' 8") 9989 mm (32’ 9”)

C. Max. digging depth 6300 mm (20’ 8”) 7340 mm (24' 1") 6398 mm (21')

D. Max. digging height 9850 mm (32’ 4”) 10370 mm (34' 1") 9445 mm (31’)

E. Max. dumping height 6770 mm (22’ 3”) 7230 mm (23' 9") 6284 mm (20' 8")

Swing (rear end radius) 3550 mm (11' 8") 3550 mm (11' 8") 3545 mm (11’ 7”)

CX130C CX180C

Bucket (ISO 6015) 0,65 m³ (0,85 yd³) 0,55 m³ (0,72 yd³)

Arm 2,50 m (8’ 2,5”) 3,01 m (9’ 10,5”) HD 2,62 m (8’ 7”) HD 3,05 m (10’)

Arm digging force 62 kN (13939 lbf) 56 kN (12590 lbf) 79 kN (17760 lbf) 72 kN (16187 lbf)

Arm digging force with AUTO power up 66 kN (14838 lbf) 60 kN (13489 lbf) 84 kN (18884 lbf) 77 kN (17311 lbf)

Bucket digging force 90 kN (20233 lbf) 90 kN (20233 lbf) 112 kN (2473 lbf) 112 kN (25179 lbf)

Bucket digging force with AUTO power up 95 kN (21357 lbf) 95 kN (21357 lbf) 118 kN (2473 lbf) 118 kN (26528 lbf)

CX220C S2 CX240C ME

Bucket (ISO 6015) 1,3 m³ (1,7 yd³) 1,5 m³ (1,96 yd³) HD

Arm 2,94 m (9’ 7,8”) 2,40 m (7’ 10,5”) 2,45 m (8’)

Arm digging force 101kN (22706 lbf) 122 kN (27427 lbf) 125 kN (28101 lbf)

Arm digging force with AUTO power up 109 kN (24504 lbf) 130 kN (29225 lbf) 134 kN (30124 lbf)

Bucket digging force 138 kN (31024 lbf) 138 kN (31024 lbf) 157 kN (35295 lbf)

Bucket digging force with AUTO power up 148 kN (33272 lbf) 148 kN (33272 lbf) 168 kN (37768 lbf)

CX350C CX370C ME

Bucket (ISO 6015) 2,0 m³ (2,61 yd³) HD HD 2,7 m³ (3,53 yd³)

Arm HD 2,21 m (7’ 3”) HD 3,25m HD 2,21 m (7’ 3”)

Arm digging force 231 kN (51931 lbf) 167 kN (37543 lbf) 218 kN (49008 lbf)

Arm digging force with AUTO power up 251 kN (56427 lbf) 181 kN (40690 lbf) 236,7 kN (53212 lbf)

Bucket digging force 246 kN (55303 lbf) 246 kN (55303 lbf) 265,8 kN (59754 lbf)

Bucket digging force with AUTO power up 267 kN (60024 lbf) 267 kN (60024 lbf) 288,6 kN (64880 lbf)

ISO Conformity

ROPS 12117-2:2008

FOPS level 1 10262:1998

Seat belts: performance requirements and tests 6683:2005

Operator’s seat: dimensions and requirements 11112:1995

Operator seat vibration 7096:2000

Operator’s controls 10968:2004

Visual display of machine operation 6011:2003

Symbols for operator controls and other displays — Common symbols 6405-1:2004

Symbols for operator controls and other displays — Specific symbols for 
machines, equipment and accessorie

6405-2:1993

Zones of comfort and reach for control 6682:1995

Machine-control systems - Performance criteria and tests for functional safety 15998:2008

ISO Conformity 15998:2008

Operator’s field of view
5006:2006  

14401-1:2004  
14401-2:2004

Emission sound level 
  Internal 
  External

6396:2008
6395:2008

Ground pressure 16754:2008

Excavation force 6015:2006

Terminology and commercial specifications 7135:2009

Lift capacity 10567:2007

PERFORMANCE DATA EXCAVATION FORCE
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SUPPORT COMES   
STANDARD.
CASE Care is a unique program covering a range of services, from preventive and 

corrective maintenance of your machine to fleet management via satellite. The 

program offers free online training to operators for the entire CASE line.

Case understands the importance of greater availability of your equipment and 

offers SystemGard®, the fluid monitoring program for your equipment. Visit www.

casece.com/latam/en-la/ to learn about the different services that CASE Care 

offers for your machine.

                  

PRODUCT SUPPORT SOLUTIONS  

Your CASE dealer knows how you can best maximize your equipment investment 

and uptime—with genuine CASE parts, expert service and a complete range of 

product support solutions. And only CASE dealers have exclusive access to the 

Electronic Service Tool (EST) that quickly pinpoints machine issues. Just ask your 

dealer for details. 

FLEXIBLE FINANCIAL OPTIONS  

Specialized finance programs and flexible leasing packages put you in the 

driver’s seat of industry-leading CASE equipment while no-nonsense warranties 

and comprehensive protection plans ensure that your equipment is protected. 

As the only finance company dedicated to CASE in Argentina, we offer strong 

products and services designed around your unique needs and are the only ones 

supported by the helpful service professionals at your CASE dealer.

AFTERMARKET
SOLUTIONS
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SINCE 1842

CASE customers have a direct line of communication to the brand.  

This is CASE Customer Assistance, a standout service program 

with the flexibility you need and the quality you deserve. No matter 

where you are, if you need CASE you can contact us 24 hours a day, 

seven days a week. CASE Customer Assistance. With you  

wherever you are.

Plants:
Contagem – Minas Gerais – Brasil
Av. General David Sarnoff, 2.237

Inconfidentes – CEP 32210-900

Tel.: +55 31 2104-3392

Sorocaba – São Paulo – Brasil
Av. Jerome Case, 1.801

Éden – CEP 18087-220

Tel.: +55 15 3334-1700

CaseCe.com

Case reserves the right to improve designs and change specifications at any time and is under no obligation to fit them on 
previously sold units. The specifications, descriptions, and illustrations included in this brochure accurately reflect the details 
known on the publication date, but may vary from region to region and are subject to change with no advance notice. The 
illustrations may include optional equipment and attachments, and may not include all standard equipment.
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COMUNICAÇÕES AMERICA LATINA

  ARGENTINA: 0800-266-1374          +54 11 48535831	  

  BRASIL: 0800-727-2273               +55 31 2107-2045 

   COLÔMBIA: 01-800-944-8372

  PERU: 0800-77-270


